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SENSETRACK TRACKSPOT 15W/30W - INSTALLATIE/INSTALLATION/INSTALLATION

SENSETRACK TRACKSPOT 15W/30W - AFMETINGEN/DIMENSIONS/ABMESSUNGEN

LET OP: Dit product mag alleen geïnstalleerd worden door een erkend installateur. ACHTUNG: Die Installa� on muss von einer elektrotechnischen Fachkra�  erfolgen!WARNING: This product may only be installed by a recognized installer.

Kijk voor uitgebreide specifi ca� es op www.koopmaninterlight.nl/sensetrack of scan QR code.
Via deze pagina is ook de Sensetrack app te downloaden. NL

DEBi� e beachten Sie die ausführlichen Spezifi ka� onen auf www.interlightgmbh.de/sensetrack 
oder scannen Sie den QR-Code. Über diese Seite kann auch die Sensetrack-App heruntergeladen 
werden.
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Please refer to the detailed specifi ca� ons at www.koopmaninterlight.nl/sensetrack or scan the 
QR code. You can also download the Sensetrack app from this page.
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Bluetooth-15W/30W Meta 2  track light 

The leakage current(contact current o protective conductor current) of the circuit depends greatly on the conductor ,such as the length of the conductor specification.In the field , the connection of power cord to 
conductor specification.ln the feld, the connection of the power cord to the luminaires,and the arrangement of the power cord of the lamp also have a efiect In some cases it is also referred to as the 
ground drain current.

1.Please be sure to cut off the power before operation.
2.Do not continue to use if the luminaire is damaged.
3.Luminaies should not be stored and used in corrosive environments or in 
environments containing hazardous substances such as sulfide,halides ,phthalates ,etc.
4.Luminaires should be installed outside the reach of human hands.
Warming: The light source and parts of this luminaires are not replaceable. When the light source and parts reach the end of their lfe,the whole luminares should be replaced.

Product lifespan refers to lighting time when the luminous flux of 50% luminaires in a batch of the same luminaires reaches 70% of the initial luminous flux(L70B50)..
The estimated product lifespan is based on the indoor ambient temperature of 25°C,good air circulation and working at rated voltage.
*Color sensor recognies the color of the illumiated object.The data Sensor will monitor and make statistics on the sta tus of commercial passenger flow.
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C: 4Wire 3Circuit Track System

Put the track joint into the track, and rotate 
the track head clip past the clamping point 
to ensure that the contact.
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Rotate the track head clip to the other end of the 
clip point and tilt the luminaires according to the 
drawing until the track is pulled out.Long press for 5 seconds to restore to factory settings

The track light is universal compatible.
lt works with the following track systems:

220-250V-16A,3.7KW

MAX16A
1-PHASE MAX16A
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Don't touch luminaires when it's hot.
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Bluetooth-15W/30W Meta 2  track light 

The leakage current(contact current o protective conductor current) of the circuit depends greatly on the conductor ,such as the length of the conductor specification.In the field , the connection of power cord to 
conductor specification.ln the feld, the connection of the power cord to the luminaires,and the arrangement of the power cord of the lamp also have a efiect In some cases it is also referred to as the 
ground drain current.

1.Please be sure to cut off the power before operation.
2.Do not continue to use if the luminaire is damaged.
3.Luminaies should not be stored and used in corrosive environments or in 
environments containing hazardous substances such as sulfide,halides ,phthalates ,etc.
4.Luminaires should be installed outside the reach of human hands.
Warming: The light source and parts of this luminaires are not replaceable. When the light source and parts reach the end of their lfe,the whole luminares should be replaced.

Product lifespan refers to lighting time when the luminous flux of 50% luminaires in a batch of the same luminaires reaches 70% of the initial luminous flux(L70B50)..
The estimated product lifespan is based on the indoor ambient temperature of 25°C,good air circulation and working at rated voltage.
*Color sensor recognies the color of the illumiated object.The data Sensor will monitor and make statistics on the sta tus of commercial passenger flow.
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Put the track joint into the track, and rotate 
the track head clip past the clamping point 
to ensure that the contact.
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Rotate the track head clip to the other end of the 
clip point and tilt the luminaires according to the 
drawing until the track is pulled out.Long press for 5 seconds to restore to factory settings

The track light is universal compatible.
lt works with the following track systems:

220-250V-16A,3.7KW
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Bluetooth-15W/30W Meta 2  track light 

The leakage current(contact current o protective conductor current) of the circuit depends greatly on the conductor ,such as the length of the conductor specification.In the field , the connection of power cord to 
conductor specification.ln the feld, the connection of the power cord to the luminaires,and the arrangement of the power cord of the lamp also have a efiect In some cases it is also referred to as the 
ground drain current.

1.Please be sure to cut off the power before operation.
2.Do not continue to use if the luminaire is damaged.
3.Luminaies should not be stored and used in corrosive environments or in 
environments containing hazardous substances such as sulfide,halides ,phthalates ,etc.
4.Luminaires should be installed outside the reach of human hands.
Warming: The light source and parts of this luminaires are not replaceable. When the light source and parts reach the end of their lfe,the whole luminares should be replaced.

Product lifespan refers to lighting time when the luminous flux of 50% luminaires in a batch of the same luminaires reaches 70% of the initial luminous flux(L70B50)..
The estimated product lifespan is based on the indoor ambient temperature of 25°C,good air circulation and working at rated voltage.
*Color sensor recognies the color of the illumiated object.The data Sensor will monitor and make statistics on the sta tus of commercial passenger flow.
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Put the track joint into the track, and rotate 
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to ensure that the contact.
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Rotate the track head clip to the other end of the 
clip point and tilt the luminaires according to the 
drawing until the track is pulled out.Long press for 5 seconds to restore to factory settings

The track light is universal compatible.
lt works with the following track systems:

220-250V-16A,3.7KW

MAX16A
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Bluetooth-15W/30W Meta 2  track light 

The leakage current(contact current o protective conductor current) of the circuit depends greatly on the conductor ,such as the length of the conductor specification.In the field , the connection of power cord to 
conductor specification.ln the feld, the connection of the power cord to the luminaires,and the arrangement of the power cord of the lamp also have a efiect In some cases it is also referred to as the 
ground drain current.

1.Please be sure to cut off the power before operation.
2.Do not continue to use if the luminaire is damaged.
3.Luminaies should not be stored and used in corrosive environments or in 
environments containing hazardous substances such as sulfide,halides ,phthalates ,etc.
4.Luminaires should be installed outside the reach of human hands.
Warming: The light source and parts of this luminaires are not replaceable. When the light source and parts reach the end of their lfe,the whole luminares should be replaced.

Product lifespan refers to lighting time when the luminous flux of 50% luminaires in a batch of the same luminaires reaches 70% of the initial luminous flux(L70B50)..
The estimated product lifespan is based on the indoor ambient temperature of 25°C,good air circulation and working at rated voltage.
*Color sensor recognies the color of the illumiated object.The data Sensor will monitor and make statistics on the sta tus of commercial passenger flow.
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Put the track joint into the track, and rotate 
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Rotate the track head clip to the other end of the 
clip point and tilt the luminaires according to the 
drawing until the track is pulled out.Long press for 5 seconds to restore to factory settings

The track light is universal compatible.
lt works with the following track systems:
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MAX16A
1-PHASE MAX16A

3-PHASE

MAX16A
3-PHASE

220-250/400V-16A,11KW 220-250V-16A,3.7KW

Don't touch luminaires when it's hot.

Reset switch

IL-AIT15W36

IL-AIT15B36

IL-AIT15W24

IL-AIT15B24

IL-AIT30W36

IL-AIT30B36

IL-AIT30W24

IL-AIT30B24

white/black

white/black

white/black

white/black

white/black

white/black

white/black

white/black

4wire 3circuit

4wire 3circuit

4wire 3circuit

4wire 3circuit

4wire 3circuit

4wire 3circuit

4wire 3circuit

4wire 3circuit

15°/24°/36°

15°/24°/36°

15°/24°/36°

15°/24°/36°

15°/24°/36°

15°/24°/36°

15°/24°/36°

15°/24°/36°

From 2700K to 6500K

From 2700K to 6500K

From 2700K to 6500K

From 2700K to 6500K

From 2700K to 6500K

From 2700K to 6500K

From 2700K to 6500K

From 2700K to 6500K

230V/50Hz

230V/50Hz

230V/50Hz

230V/50Hz

230V/50Hz

230V/50Hz

230V/50Hz

230V/50Hz

15W

15W

15W

15W

30W

30W

30W

30W

Product Model Watt Input CCT Beam Angle

Color

Color

Color

Color

Color

Color

Color

Color

Sensor* Track System Housing Color

Bluetooth-15W/30W Meta 2  track light 

The leakage current(contact current o protective conductor current) of the circuit depends greatly on the conductor ,such as the length of the conductor specification.In the field , the connection of power cord to 
conductor specification.ln the feld, the connection of the power cord to the luminaires,and the arrangement of the power cord of the lamp also have a efiect In some cases it is also referred to as the 
ground drain current.

1.Please be sure to cut off the power before operation.
2.Do not continue to use if the luminaire is damaged.
3.Luminaies should not be stored and used in corrosive environments or in 
environments containing hazardous substances such as sulfide,halides ,phthalates ,etc.
4.Luminaires should be installed outside the reach of human hands.
Warming: The light source and parts of this luminaires are not replaceable. When the light source and parts reach the end of their lfe,the whole luminares should be replaced.

Product lifespan refers to lighting time when the luminous flux of 50% luminaires in a batch of the same luminaires reaches 70% of the initial luminous flux(L70B50)..
The estimated product lifespan is based on the indoor ambient temperature of 25°C,good air circulation and working at rated voltage.
*Color sensor recognies the color of the illumiated object.The data Sensor will monitor and make statistics on the sta tus of commercial passenger flow.
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Put the track joint into the track, and rotate 
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Rotate the track head clip to the other end of the 
clip point and tilt the luminaires according to the 
drawing until the track is pulled out.Long press for 5 seconds to restore to factory settings

The track light is universal compatible.
lt works with the following track systems:
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Bluetooth-15W/30W Meta 2  track light 

The leakage current(contact current o protective conductor current) of the circuit depends greatly on the conductor ,such as the length of the conductor specification.In the field , the connection of power cord to 
conductor specification.ln the feld, the connection of the power cord to the luminaires,and the arrangement of the power cord of the lamp also have a efiect In some cases it is also referred to as the 
ground drain current.

1.Please be sure to cut off the power before operation.
2.Do not continue to use if the luminaire is damaged.
3.Luminaies should not be stored and used in corrosive environments or in 
environments containing hazardous substances such as sulfide,halides ,phthalates ,etc.
4.Luminaires should be installed outside the reach of human hands.
Warming: The light source and parts of this luminaires are not replaceable. When the light source and parts reach the end of their lfe,the whole luminares should be replaced.

Product lifespan refers to lighting time when the luminous flux of 50% luminaires in a batch of the same luminaires reaches 70% of the initial luminous flux(L70B50)..
The estimated product lifespan is based on the indoor ambient temperature of 25°C,good air circulation and working at rated voltage.
*Color sensor recognies the color of the illumiated object.The data Sensor will monitor and make statistics on the sta tus of commercial passenger flow.
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Rotate the track head clip to the other end of the 
clip point and tilt the luminaires according to the 
drawing until the track is pulled out.Long press for 5 seconds to restore to factory settings

The track light is universal compatible.
lt works with the following track systems:

220-250V-16A,3.7KW
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Bluetooth-15W/30W Meta 2  track light 

The leakage current(contact current o protective conductor current) of the circuit depends greatly on the conductor ,such as the length of the conductor specification.In the field , the connection of power cord to 
conductor specification.ln the feld, the connection of the power cord to the luminaires,and the arrangement of the power cord of the lamp also have a efiect In some cases it is also referred to as the 
ground drain current.

1.Please be sure to cut off the power before operation.
2.Do not continue to use if the luminaire is damaged.
3.Luminaies should not be stored and used in corrosive environments or in 
environments containing hazardous substances such as sulfide,halides ,phthalates ,etc.
4.Luminaires should be installed outside the reach of human hands.
Warming: The light source and parts of this luminaires are not replaceable. When the light source and parts reach the end of their lfe,the whole luminares should be replaced.

Product lifespan refers to lighting time when the luminous flux of 50% luminaires in a batch of the same luminaires reaches 70% of the initial luminous flux(L70B50)..
The estimated product lifespan is based on the indoor ambient temperature of 25°C,good air circulation and working at rated voltage.
*Color sensor recognies the color of the illumiated object.The data Sensor will monitor and make statistics on the sta tus of commercial passenger flow.
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Put the track joint into the track, and rotate 
the track head clip past the clamping point 
to ensure that the contact.
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Rotate the track head clip to the other end of the 
clip point and tilt the luminaires according to the 
drawing until the track is pulled out.Long press for 5 seconds to restore to factory settings

The track light is universal compatible.
lt works with the following track systems:
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Bluetooth-15W/30W Meta 2  track light 

The leakage current(contact current o protective conductor current) of the circuit depends greatly on the conductor ,such as the length of the conductor specification.In the field , the connection of power cord to 
conductor specification.ln the feld, the connection of the power cord to the luminaires,and the arrangement of the power cord of the lamp also have a efiect In some cases it is also referred to as the 
ground drain current.

1.Please be sure to cut off the power before operation.
2.Do not continue to use if the luminaire is damaged.
3.Luminaies should not be stored and used in corrosive environments or in 
environments containing hazardous substances such as sulfide,halides ,phthalates ,etc.
4.Luminaires should be installed outside the reach of human hands.
Warming: The light source and parts of this luminaires are not replaceable. When the light source and parts reach the end of their lfe,the whole luminares should be replaced.

Product lifespan refers to lighting time when the luminous flux of 50% luminaires in a batch of the same luminaires reaches 70% of the initial luminous flux(L70B50)..
The estimated product lifespan is based on the indoor ambient temperature of 25°C,good air circulation and working at rated voltage.
*Color sensor recognies the color of the illumiated object.The data Sensor will monitor and make statistics on the sta tus of commercial passenger flow.
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C: 4Wire 3Circuit Track System

Put the track joint into the track, and rotate 
the track head clip past the clamping point 
to ensure that the contact.
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Rotate the track head clip to the other end of the 
clip point and tilt the luminaires according to the 
drawing until the track is pulled out.Long press for 5 seconds to restore to factory settings

The track light is universal compatible.
lt works with the following track systems:

220-250V-16A,3.7KW

MAX16A
1-PHASE MAX16A

3-PHASE

MAX16A
3-PHASE

220-250/400V-16A,11KW 220-250V-16A,3.7KW

Don't touch luminaires when it's hot.

Reset switch

Dit product bevat een lichtbron van energie-effi  ciën� eklasse F. 
Voor meer informa� e over dit product: www.koopmaninterlight.nl 
This product contains a light source of energy effi  ciency class F.
For more informa� on on this product: www.koopmaninterlight.nl
Dieses Produkt enthält eine Lichtquelle der Energieeffi  zienzklasse F.
Für weitere Informa� onen zu diesem Produkt: www.koopmaninterlight.nl
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